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MODEL 120
• Solid brass 1/4” faceplate for phone systems and intercoms
• Face plate dimensions: 6.4” x 4.4” (h w)
• Flush mount back box dimensions: 5.875” x 3.75”  x 4” (h w d)
• Color camera on adjustable bracket (35o left or right), 2.97 mm lens 2.1

Megapixel Maximum Resolution of 1920 x 1080 @ 30fps PoE (Power
over Ethernet) and DC 12V H.264 & Motion JPEG

MODEL 120-VIK

High performance version using Viking components. System uses “half-duplex” 
communication, allowing for high speaker and microphone volume.  

Options:
• Upgrade to EWP (Enhanced Weather Protection) intercom

INTERCOM ENTRY SYSTEMS

Options:
• Surface mount back box dimensions: 6.4” x 4.4” x 1.75” (h w d) p/n 9302

STANDARD BRASS FINISHES: Black Powder Coat, Brushed Chrome, Light Antique Brass, Oil Rubbed Bronze, Oil 
Rubbed Bronze Patina Edge, Pewter, Polished Brass, Polish Chrome, Satin Brass, Satin Nickel, White Powder Coat.

STANDARD STAINLESS STEEL. 

Flush mount
back box 
pn/ 9300 
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back box 
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NEW for Panasonic KSUs
The Viking PAN-1 will allow a Viking “E” series speaker phone (E-10, E-40, and others in the "E" series) to be 
a direct replacement for a Panasonic KX-T30865 door phone. The PAN-1 plugs directly into the Panasonic 
door phone card. All of the usual Panasonic programming options and features apply.  

C-1000
(Holo p/n 9500) 2 W-1000 Door release, auxiliary act, can be used w/o CO 

line
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C-200
(Holo p/n 9503)

Auxiliary contact,can be used w/o CO line

1 

4 E-10  E-40C-2000
(Holo p/n 9501)

Door release, auxiliary contact, caller ID showing 
which gate unit is calling. Can be used w/o CO line.
Optional: custom labeled caller ID
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Features

Door release or auxiliary contact (not both). Can be 
used w/o CO line, built-in 5 number dialer (if no one 
answers, C-250 can call up to 4 more numbers)

C-250
(Holo p/n 9508)

E-10   E-40

Not required 1 Viking (sip) door phone are designed to provide 
quick and reliable hands-free communication for sip 
VoIP phone systems with PoE. VIK sip can be 
reprogrammed from any touch tone phone or PC on 
same LAN.
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